
ALCANTARA
S Y N T H E T I C  M I C R O F I B E R  FA B R I C

Our genuine ALCANTARA is a premium product that is 100% automotive grade with 

UV protection.  Available in a core range of colours in both cover and panel finishes, 

both are notorious for their substantial workability and endurance.

ALCANTARA Panel – unbacked Alcantara is a single layer with more stretch 

generally used for panels and headliner.

ALCANTARA Cover - predominantly used in seating, the Alcantara cover has a 

double layer with less stretch giving it more durability.

TECHNICAL SPECIFICATIONS:

Type   Alcantara

Composition  Synthetic microfiber fabric

Length   20LM Rolls approximately 

          PANEL  COVER

Weight   UNI EN 29073-1      240 ± 30 310 ± 40          g/m²

Width          ≥ 142  ≥ 142          cm

Thickness         0.83 ± 0.10 0.85 ± 0.15        mm 

 

Breaking Load 

 >> Lengthwise  UNI EN 29073-3      ≥ 225  ≥ 220   N

 >> Transversal  UNI EN 29073-3      ≥ 175  ≥ 170   N

 

Wear Resistance (martindale) UNI EN ISO      ≥ 30,000 ≥ 30,000   cycles

           12947-1/2/3/4

 

To Light (Xenotest Beta) VDA 75202      ≥ 3  ≥ 3   grey scale

   ( 2 FAKRA )

 

To Rubbing

>> Dry   UNI EN ISO 105-X12     ≥ 4  ≥ 4  white scale

>> Wet   UNI EN ISO 105-X12     ≥ 3/4  ≥ 3/4 

 

FR Version  (fire resistance) FMVSS 302   < 100   mm/min

CARE INSTRUCTIONS:

Clean locally with a damp cloth and mild detergents. Do not use solvents/concentrated abrasive or solvent 

cleaning products/wax polish. Wipeable finish.
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ALCANTARA
**please use images as guides, for true reference please request a sample or contact one of our reps today**.
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